BERKSHIRE

AMENDMENT TO SPECIAL DEVELOPMENT DISTRICT #41
BROOKDALE SENIOR LIVING
N e T e s CHATFIELD OF WEST HARTFORD

"PROPERTY/ TOPOGRAPHIC SURVEY", PREPARED FOR: BROOKDALE SENIOR LIVING, 1 CHATFIELD DRIVE, WEST HARTFORD "CONNECTICUT" AT A SCALE OF
"=20', DATED JUNE 28, 2011. NORTH ARROW AND BEARINGS ARE BASED UPON THE CONNECTICUT COORDINATE SYSTEM (NAD 1983). ELEVATIONS,

CONTOURS AND BENCHMARK ARE BASED UPON NAVD 1988. (MOTHY __DRIVE
A,
2. INFORMATION REGARDING THE LOCATION OF EXISTING UTILITIES HAS BEEN BASED UPON AVAILABLE INFORMATION AND MAY BE INCOMPLETE, AND WHERE - ;
SHOWN SHOULD BE CONSIDERED APPROXIMATE. THE LOCATION OF ALL EXISTING UTILITIES SHOULD BE CONFIRMED PRIOR TO BEGINNING CONSTRUCTION. R 2

CALL "CALL BEFORE YOU DIG", 1—B00—922-4455. ALL UTILTY LOCATIONS THAT DO NOT MATCH THE VERTICAL OR HORIZONTAL CONTROL SHOWN ON

THE PLANS SHALL IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE ENGINEER FOR RESOLUTION.

MILONE & MACBROOM INC. ACCEPTS NO RESPONSIBILITY FOR THE ACCURACY OF MAPS AND DATA WHICH HAVE BEEN SUPPLIED BY OTHERS. ] « | | A | | I ]I | ? | D )R]I F\/ | ?
ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN THE FIELD PRIOR TO CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT TO THE

ATTENTION OF THE ENGINEER.

A N\ ! . _
5. SEDIMENT AND EROSION CONTROL MEASURES AS DEPICTED ON THESE PLANS AND DESCRIBED WITHIN THE SEDIMENT AND EROSION CONTROL NARRATIVE 4 »
SHALL BE IMPLEMENTED AND MAINTAINED UNTIL PERMANENT COVER AND STABILIZATION IS ESTABLISHED. ALL SEDIMENT AND EROSION CONTROL Y Y LOC ATION M AP
MEASURES SHALL CONFORM TO THE "GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL, CONNECTICUT — 2002, AND IN ALL CASES BEST 9

MANAGEMENT PRACTICES SHALL PREVAIL.

ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM OF 4" TOPSOIL, AND BE SEEDED WITH GRASS OR SODDED, AS SHOWN ON THE PLANS. APPROVED SEPTEMBER 99 2@]4" F-moo

ALL STORM DRAIN PIPE SHALL BE CORRUGATED POLYETHYLENE PIPE, SMOOTH LINED INTERIOR UNLESS OTHERWISE INDICATED.

ALL PROPOSED CONTOURS AND SPOT ELEVATIONS INDICATE FINISHED GRADE. ADM]N]STRAT]VE AMENDMENT MAY 129 2@]5 SCALE 1" = 1000'
ALL GRAVITY SANITARY SEWER PIPE SHALL BE PVC SDR35 UNLESS OTHERWISE INDICATED. NOVEMBER 24]_9 2@]5

10. ALL CONSTRUCTION MATERIALS AND METHODS SHALL CONFORM TO THE TOWN OF WEST HARTFORD REQUIREMENTS AND TO THE APPLICABLE SECTIONS OF
;I;lg ASL?JTE AI?JENCI%‘D;‘SEC“CUT DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION, FORM

© @ N o

11. THE PLANS REQUIRE A CONTRACTOR’S WORKING KNOWLEDGE OF LOCAL, MUNICIPAL, WATER AUTHORITY, AND STATE CODES FOR UTILITY SYSTEMS. ANY
CONFLICTS BETWEEN MATERIALS AND LOCATIONS SHOWN, AND LOCAL REQUIREMENTS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO
Egﬁrg%f%ot OF ng[;(a THE ENGINEER WILL NOT BE HELD LIABLE FOR COSTS INCURRED TO IMPLEMENT OR CORRECT WORK WHICH DOES NOT

12. ALL FUEL, OIL, PAINT, OR OTHER HAZARDOUS MATERIALS USED DURING CONSTRUCTION SHOULD BE STORED IN A SECONDARY CONTAINER AND REMOVED LEG EN D
TO A LOCKED INDOOR AREA WITH AN IMPERVIOUS FLOOR DURING NON—WORK HOURS.

EXISTING PROPOSED
13. THE PROPOSED BUILDINGS ARE TO BE CONNECTED TO PUBLIC WATER AND SANITARY SEWER.
14. COMPLANCE WITH THE PERMIT CONDITIONS IS THE RESPONSIBILTY OF BOTH THE CONTRACTOR AND THE PERMITTEE. — e = e | STREET LINE
15. THE PROPERTY OWNER MUST MAINTAIN (REPAIR/REPLACE WHEN NECESSARY) THE SILTATION CONTROL UNTIL ALL DEVELOPMENT
ACTMITY IS COMPLETED AND ALL DISTURBED AREAS ARE PERMANENTLY STABILIZED. - PROPERTY LINE
—  — — | SETBACK LINE
_——70———— MAJOR CONTOUR @lo),
CONSTRUCTION SEQUENCE/NOTES o
SPOT GRADE +70.5
PRIOR TO COMMENCEMENT OF WORK A PRECONSTRUCTION MEETING SHALL BE HELD WITH TOWN STAFF AND REPRESENTATMES OF THE CONTRACTOR AND
OWNER. AT THIS MEETING, ONE PERSON WILL BE PLACED IN CHARGE OF SEDIMENT AND EROSION CONTROL FOR THE ENTIRE SITE. PROPOSED CANOPY
2. SSWOR TO STAKE OUT LIMIT OF DISTURBANCE AND VEGETATION TO BE RETAINED. NO DISTURBANCE IS TO TAKE PLACE BEYOND THE LIMITS OF WORK * % CC} TREE/SHRUB @ %
3. CONTRACTOR TO INSTALL SEDIMENT AND EROSION CONTROLS ALONG THE PERIMETER, AND STABILIZED CONSTRUCTION ENTRANCES.
4. CLEAR VEGETATION AND STRIP TOPSOIL. ALL STOCKPILES ARE TO HAVE SEDIMENT FILTER FENCE AND HAYBALES AROUND THE PERIMETER. STONEWALL
5. CONTRACTOR TO CONSTRUCT A SEDIMENT BASIN. HYDRANT Z’:
6. INTATE MASS EARTHWORK OPERATIONS AFTER ALL TRAPS, BERMS, SWALES, SILT FENCE & HAYBALES ARE INSTALLED. WATER VALVE O
7. SLOPES ARE TO BE ESTABLISHED AS SOON AS PRACTICAL BEFORE UTILITY INSTALLATION. STABILIZE ALL SLOPES IMMEDIATELY
AFTER THEIR ESTABLISHMENT. ] CATCH BASIN Al
BEGIN BUILDING CONSTRUCTION.
M)
9. COMPLETE MASS EARTHWORK INCLUDING STORMWATER BASIN. TOPSOIL AND SEED BASIN. S O—S SANITARY SEWER W/MANHOLE @ s
10. INSTALL UTILIMES, CURBS AND ROADS = === ====| STORM DRAIN W/CATCH BASIN —— f—— —
12. COMPLETE BUILDING CONSTRUCTION. WATER MAIN W
13, PAVE PARKING LOTS AND INSTALL SIDEWALKS.
14. ESTABLISH LAWNS AND LANDSCAPING. ELECTRIC, TELEPHONE, CABLE Erc
UTILITY POLE
IRON PIPE )
MONUMENT [}
1. EROSION CONTROLS SHALL BE INSPECTED AT LEAST ONCE A WEEK AND WITHIN 24 HOURS OF THE END OF A STORM WITH A XX UGHT POST ®
RANFALL AMOUNT OF 1 INCH OR GREATER. CLEAN THE TRAPS WHEN SEDIMENT ACCUMULATION EXCEEDS ONE HALF THE TRAP
* E
2. SEDIMENT AND EROSION CONTROLS SHALL BE INSPECTED AT LEAST ONCE A WEEK AND WITHIN 24 HOLRS OF THE END OF A
3. THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MODIFIED BY THE CONTRACTOR AT THE DIRECTION OF THE ENGINEER AND 1 EXISTING BUILDING LIST OF DRAWIN GS
THE TOWN'S DESIGNATED REPRESENTATIVE AS NECESSITATED BY CHANGING SITE CONDITIONS B (TO REMAIN)
4. INSPECTION OF THE SITE FOR EROSION SHALL CONTINUE FOR A PERIOD OF THREE MONTHS AFTER COMPLETION WHEN RAINFALLS SHEET NAME TITLE
OF ONE INCH OR MORE OCCUR. TITLE SHEET
5. ALL DEWATERING WASTE WATERS SHALL BE DISCHARGED IN A MANNER WHICH MINMIZES THE DISCOLORATION OF THE RECEMING 1 -
) 2. -
6. THE SITE SHOULD BE KEPT CLEAN OF LOOSE DEBRIS, LITTER, AND BUILDING MATERIALS SUCH THAT NONE OF THE ABOVE ENTER O 2 C2.0 SITE PLAN - LAYOUT
WATERS OR WETLANDS. | 3 C21 SITE PLAN - LANDSCAPING
7. A COPY OF ALL PLANS AND REVISIONS, AND THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MAINTAINED ON-SITE AT ALL o
TIMES DURING CONSTRUCTION. PROPOSED 4 C2.2 LANDSCAPING NOTES AND LEGEND
ASSISTED LIVING |
AND MEMORY CARE \ 5 C3.0 SITE PLAN - GRADING
BUILDING \\’ 6 C31 SITE PLAN - UTILITIES
\ ARCHITECTURAL PLANS
/ . _\ 7 A-1.0 SITE DEMO PLAN, NEW PLAN, ROOF PLAN, LAYOUT PLAN
—_— —_— —_— /,/ \ 8 A-2.0 SITE REFLECTED CEILING PLAN
ELMFIELD STREET 7 _ 9 A-3.0 EXTERIOR ELEVATIONS
~ X T v RN \ / 10 A-4.0 BUILDING SECTION, AND DETAIL
> / | 11 A-41  CROSS SECTIONS
AREA: 13.068 AC.(569,225 S.F.) -
ZONE: SDD/RM—2 " s 100
EXISTING USE: CONGREGATE LIVING e PERSPECTUS ARCHITECTURE
PROPOSED USE: CONGREGATE, ASSISTED & MEMORY CARE .
0 1/2 1"
NUMBER OF UNITS: 118 EXISTING + 70 APPROVED (40 ASSISTED & 30 MEMORY CARE) + 14 PROPOSED (10 ASSISTED + 4 MEMORY CARE) = 202 TOTAL SCALE 1" = 100 13212 SHAKER SQUARE, SUITE 204
BUILDING FLOOR AREA: 121,500 S.F. EXISTING + 71,356 S.F PROPOSED = 192,856 S.F. TOTAL CLEVELAND, OHIO 44120
BUILDING FOOTPRINT: 44,550 S.F. EXISTING + 45,900 S.F. PROPOSED + 1,800 S.F. CANOPY = 92,250 S.F TOTAL*
REQUIRED (RM—2 ZONE) EXISTING APPROVED PROPOSED OWN ERI APPLICANT
LOT AREA PER DWELLING UNIT 2,000 S.F. 4,817 SIF. 2,814 SF. NO CHANGE
FLOOR AREA RATIO 00 o1 038 MO CHANGE QQ MILONE & MACBROOM®  BROOKDALE LIVING COMMUNITIES OF CONNECTICUT-WH, Inc
LOT COVERAGE OF ALL BUILDINGS 30% 8% 16% 17% ‘ C/O BROOKDALE SENIOR LIVING |nC
FRONT YARD 40 FT 93 FT. (N.B. AVE.) 58 FT. (ELMFIELD ST.) | NO CHANGE Engin eerln% ’ )
YARD (SIDE) FOR MAIN BUILDING 1/2 HT. OF BLDG. 233 FT. 36 FT. NO CHANGE Londscope Architecture, 111 WESTWOOD PLACE, SUITE 400 SDD# 41
YARD FOR PARKING AREA 10 FT. 49 FT. 40 FT. NO CHANGE and Environmental Science BRENTWOOD TN. 37027
BUILDING HEIGHT 3 STORIES /40 FT. 3 STORY / 34.8 FT. 3 STORIES / 40 FT. NO CHANGE )
HORIZONTAL DIMENSION PER BUILDING (MAX) | 250 FT. 373 FT. 373 FT. NO CHANGE 1 . Certified to be true copy of
MAXIMUM # OF DWELLINGS PER STRUCTURE [ 20 130 130 NO CHANGE 99 Realty Drive Plans approved by Town Council
LOT_FRONTAGE 50 FT. >623 FI. >623 FT. NO_CHANGE Cheshire, Connecticut 06410 PP y
PARKING SPACES * 155 185 184 (203) 271-1773 Fax (203) 272-9733
USABLE OPEN SPACE PER UNIT 200 S.F. >220 S.F. >220 S.F. NO CHANGE www.miloneandmacbroom.com Town Council Approval
NS;EISL:DING FOOTPRINT INCLUDES COVERED PORCHES Town Planner
**ASSISTED / MEMORY CARE (1 PER 3 BEDS) = 88 BEDS/3 = 29 SPACES REQUIRED West Hartford, CT
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SCALE

NOVEMBER 24, 2015

DATE

4782-02

PROJECT NO.

—’, - avs ©
- ‘\' —=— CHD H .
N51°38'35"E N 826110.39 - L —
28 22" E 998886.90 - y
=~ BITUMINOUS — . BEGIN BITUMINOUS P
CONCRETE CURB CONCRETE CURB N 826122.09 —12" WIDE WHITE
- N 826044.57 SITE LIGHT TO E 998956.52 PAINTED STOP BAR e
N RELOCATE SITE - T — — 15%02.02 -
1 LIGHT o© — -
o ® e . -
Sl ] 17400 _—  _ _ — ]
_- »‘\ P%\f’:;e%op = ’f%))?o‘ _— )\ ‘\/ P = *{\0‘ —— = ‘T 8 — iﬁ1'70
S|GNAGE|§(I$3N§E§HE o\ 3%(‘@“ SAW CUT PAVEMENT (TYP.) g - V 39-00 == BITUMINOUS
W : " N35'04'25"E AN~ CONCRETE CURB
RELOCATE SIGN END BITUMINOUS 21.20° , >
MOUNT ON NEW POST REFER TO— CONCRETE CURB 45 s
BEGIN BITUMINOUS M’éDRigfﬁéN%ng _~ RELOCATED SITE LIGHT RELOCATE R //CO: ©
CONCRETE CURB CONCRETE Culgmg o W FLAGPOLE AND R=5 1 v’ z.
BITUMINOUS CONCRETE DRIVE SITE LIGHT a7 FOUNDATION o // A o
AND PARKING (TYP.) (TYP.) IN ISUAND X, © R S )
N 825869.66 ‘7 L=12.26’ Z '
E 998372.32 - PAINTED D'RECE%‘&'; C R=25.00"
— A% ©
SAW CUT ROADWAY ré gggggg.é g // ;& =
- . < N 12" WIDE WHITE
S40°23'41"E = IR PAINTED STOP BAR
22.64 P 3 S (TYP.)
BEGIN BITUMINOUS _ /»9, 2/~
CONCRETE CURB T 5SS z
RO NEW PogT © — T +—2 20" e’ NEW LANDSCAPE
MOUNT ON NEW POST o 2 % - | BED LIMIT (TYP.) PAVEMENT (TYP.)
N 825854.27 2 ~ ~ ®
E 998385.42 © . 1
REMOVE MA?%“;T(‘:(ASOC')-#’M;; ¢ = = 20 ;,L S BUILD LANDSCAPE
_= S @ LA ] STONE TREE' 2 RELOCATE SITE LIGHT ISLAND AROUND
END BITUMINOUS = \ /\° J WELL \\ a - EXISTING HYD T
CONCRETE CURB ®vY . R0’ ® O N B 20’
BEGIN CONCRETE ole 9 = | FLUSH
q-/‘w - Y R—s‘ \ﬁ]
CURB % A2 S, NI R 14} g .| VAN ACCESSIBLE
- / “OF rezs SN 75 P \& 3/ & b SPACE AND SIGN /
< 85 3 10400 N825845.0 % 45° \ V& END BITUMINOUS /
- 1 —— : sl N 7 vy CONCRETE CURB \
L=10.85" @ —\11400  N79'50'13% . 12+37.28 B2 R ] / NG
R=23.00 o255 S —+ — 12400 00 R & NG RES REMOVE AND RELOCATE /
20’ //u' N NS N 2o 5 EXISTING SITE LIGHT o ®
R=8' R=3' R R = R, S51°42'05"E - — N80'47'47" 1140 3 VS —
[ 8 o \8 e 8133 — .\'};0\ =18 S Q\’
7 75 a=2%" END CONCRETE /
3 b A FLUSH | CURB
.7’
BITUMINOUS CONCRETE ] Q
ACCESS DRIVE / 2 Y R=5'1 S S ¢ i~y @ @ ¢ > \\ /
o D
3 206G 16 o ~ . \ : [
: T 2 L {8
o CURE o & R=24' [ RELOCATED. S ® = \ | [] /
R=2' T 5 LIGHT
3 N10°09'47 \ ’ ﬁ
/ L 57.51° L=16.58" \
” (\\7 G FR=2" ~R=20.00" Y REMOVE, REPLACE, AND
NIy, = == A \ EXPAND EXISTING !
14 ‘%o A1 o[ \’,& & PAINTED DIRECTIONAL CONCRETE WALK ,
; & Q{,‘J R=5' ARROW (TYP.) / |
; R=24' VAN ACCESSIBLE WARPED SECTION' OF SITE LIGHT
PARKING SPACE WALK (TYP.) [EXISTING BUILDING | (TvP.) /
. /,Lu | _+——CONCRETE SIDEWALK VAN ACCESSIBLE PARKING
o b 7 (TP SPACE AND SIGN I
N 1 PROPOSED
S8 - /] OPTIONAL CANOPY OVER DETECTABLE WARNING SIGN LEGEND
BEGIN CONCRETE o R=10 R=5 WALKWAY, REFER TO STRIP (TYP.) ENTRANCE CANOPY
A ARCHITECTURAL DRAWINGS
ACCESSIBLE PARKING :
I SIGN (TYP.) /
) PEDESTRIAN CORRIDOR
o
N Sek SRetET RAISED PLANTER (TYP.) ® ' ' EXISTING
30.5° COMMUNITY GARDEN { \ 31-0532
/ LAYOUT TO BE
® - COORDINATED WITH _ '
/ I 9.3' Y e B OWNER
5.4’ 16’ T |
2 e I | —
\b. P - {— —
d v EXISTING
/ o Iz, = N77'52'25"E 31-1526
. - T 0|8 SHUFFLEBOARD COURT 16.77°
GE> = R=3" 1O REWAN OPTIONAL PAVING 3
N = R ()}
f O 5 BOLLARD LIGHT (TYP. \ e
K& (TP.) OF EXISTING -
s gg/ ACCESS DRIVE 2
-~ .V' e " =z
~ ppre 19400 1
SITE LIGHT @ /8"’ @ NGQ/CEEL 10 9+24.30 \ ;
(ve.) ; 2 RELOCATE
= —
N 825690.53 > 31-1109
IPIN E 998870.54 ]
>
\ SAW CUT DRIVEWAY \
71.5° INSTALL
\\\ 31-1603
o CD EMERGENCY
~__ AND
- \
> ” — ) F AUTHORIZED || |NSTALL
'\\ o o o o VEHICLES 31-1790
\ ———
PV / 15400 5 N7556'25"E . 16400 B , ONLY
\ / 7 203.73' - '
| y _ — BUILDING SETBACK LINE B BUILDING SETBACK LINE (SEE NOTE 9) L
- - (2]
N - b
8 2 - & |
© ’ 5 3¢ o8
=z —
_‘
/ — = / -- - -- -— — " —= - -- -- -- SDD# 41
;13 NO CURB Certified to be true copy of
. % Plans approved by Town Council
/ BITUMINOUS CONCRETE T c i A |
EMERGENCY ACCESS ELMFIELD STREET ELMFELD ST own Louncil Approva
DRIVE (BIT TOWN ROAD) REET
(BIT TOWN ROAD)
/ Town Planner
f West Hartford, CT
o - o - Sheet 2 of 11
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gasketed hand hole cover, for placement over the galvanized steel tenon support
structure. Tenon support structure is made from a.|2" thick wall, |1 gauge steel,
2.25" square tube, welded to top and bottom round steel support plates. The
steel tenon support structure includes an opening aligned with the aluminum
shaft hand hole to permit wiring The entire steel tenon support structure is hot

detect motion. When motion is not detected for a 5 minute period, luminaires
automatically dim to 20% power and light, gradually over a 2 minute period.
Once Motion is detected, luminaires immediately ramp to full power and light
output until motion is not detected for a 5 minute period.

PIR sensors are able to detect motion in the approximate patterns shown below:

———PREVIOUSLY APPROVED QUANTITIES

N PLANTING NOTES PLANT LIST
BT 1. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO SHADE TREES REV | QTY | KEY |BOTANICAL NAME COMMON NAME SIZE COMMENTS
l;_J4: | EXCAVATING PLANT PITS. 15 AR | Acer rubrum 'Sun Valley’ Sun Valley Red Maple 3"_3.5” CAL |B&B, FULL & DENSE
LT o W b e ’ . ’ . ” ”
2. SEED ALL DISTURBED AREAS TO LAWN. THE CONTRACTOR SHALL PROVIDE A 6" MINIMUM 10 AS | Acer saccharum Majesty Majesty Sugar Maple 3"-3.5" CAL. |B&B, FULL & DENSE
DEPTH OF TOPSOIL FOR ALL LAWN AREAS. 10 CJ Cercidiphyllum japonicum Katsura Tree 3"-3.5" CAL. |B&B, FULL & DENSE
11 LT Liriodendron tulipifera Tulip Popular 3"-3.5" CAL. | B&B, FULL & DENSE
» +
3. ALL PLANTING BEDS SHALL HAVE 12" MINIMUM DEPTH OF TOPSOIL. 19 PA Platanus x acerfolia 'Bloodgood’ London Plane Tree 3"-3.5" CAL. |B&B, FULL & DENSE
4, THE CONTRACTOR SHALL PROVIDE A 4" MIN. DEPTH OF DARK BROWN SHREDDED MULCH \/ 8 QP | Quercus palustris Pin Oak 3"-3.5" CAL. |B&B, FULL & DENSE
OVER ALL PLANTING BEDS AND TREE PLANTINGS. MULCHED PLANT BEDS SHALL EXTEND 2 QR | Quercus rubra Red Oak 3"_3.5" CAL |B&B, FULL & DENSE
12" FURTHER THEN THE ADJACENT PLANTINGS.
. EVERGREEN TREES REV | QTY | KEY |BOTANICAL NAME COMMON NAME SIZE COMMENTS
i E 5. ALL PLANT MATERIAL IS SUBJECT TO INSPECTION AND APPROVAL BY THE LANDSCAPE - ; y o B&B. FULL & DENSE
~1& %, - ARCHITECT PRIOR TO AND AFTER PLANTING. 16 AB_ | Abies concolor Concolor Fir 7-8 :
Bl [ _; 11 PN Picea abies Norway Spruce 8—10" HT. B&B, FULL & DENSE
e 6. PLANT SPECIES MAY BE ADJUSTED BASED ON AVAILABILITY AT TIME OF PLANTING. ALL - - Serbian S Y
5 PLANT MATERIAL SUBSTITUTIONS ARE SUBJECT TO REVIEW AND APPROVAL BY THE 15 | Pl |Picea omorika erbian sSpruce 7-8 HT. |B&B, FULL & DENSE
LANDSCAPE ARCHITECT. 7 PS Pinus strobus Eastern White Pine 8—10" HT. B&B, FULL & DENSE
12 TC | Tsuga canadensis Eastern Hemlock 8—10" HT. B&B, FULL & DENSE
) 7. ALL PLANT MATERIALS SHALL CARRY A FULL GUARANTEE FOR A PERIOD OF ONE YEAR
EPA: 1.853 sq ft / weight: 31.08 Ib (14.13 k) FROM THE DATE OF ACCEPTANCE, TO INCLUDE PROMPT TREATMENT OR REMOVAL AND ORNAMENTAL TREES QTY | KEY |BOTANICAL NAME COMMON NAME SIZE COMMENTS o ©
Note: 30 ir:na.ge ma‘?nnt rep?ese'nt i, up'tinn s%lected REPLACEMENT OF ANY PLANTS FOUND TO BE IN AN UNHEALTHY CONDITION BY THE - - - — B%B. FULL & DENSE O 2
' i : : ' LANDSCAPE ARCHITECT. ALL REPLACEMENTS SHALL BE OF THE SAME KIND AND SIZE OF 14 AC Amelanchier canadensis Serviceberry 5 -6 HT. T ! G o
- Logos above include link, click toaccess. MULT—STEMMED Lo
e PLANTS SPECIFIED IN THE PLANT LIST. , , : — BaB FULL & DENSE 55
.-li\‘s I 12 BN [Betulus nigra 'Heritage Heritage River Birch 8'-10" HT. | Ul —STEMMED ' =0
i 8. MAINTENANCE SHALL BEGIN IMMEDIATELY AFTER PLANTING AND SHALL CONTINUE UNTIL 05 ]
___\uw» oy A e METRRG ZoNpaLERIICES LEe pal T BRTe ACCEPTANCE BY THE LANDSCAPE ARCHITECT. MAINTENANCE SHALL INCLUDE WATERING, 6 CB |Carpinus betulus 'Frans Fontaine’ | Upright European Hornbeam 2.5"-3" CAL. |B&B, FULL & DENSE = 2 =
Botr MULCHING, TIGHTENING & REPLACING OF GUYS, REPLACEMENT OF SICK OR DEAD PLANTS, : : — B&B. FULL & DENSE, 55 M % g
Description of Components: RESETTING PLANTS TO PROPER GRADE OR UPRIGHT (PLUMB) POSITION, RESTORATION OF 12 CC | Cercis canadensis Eastern Redbud 5-6" HT. | MULT—STEMMED <t Q o5 8
SAUCERS, AND ALL OTHER CARE NEEDED FOR PROPER GROWTH OF THE PLANTS. 2 CF | Cornus x Stellar Pink Hybrid Flowering Dogwood >" 55" CAL | B&B, FULL & DENSE 2o < IoE
Finial DECDI’atIVE cast 355 a|um|ﬂum, mEEhaﬂiEa”‘_\f EISSEFﬂtﬂEd 9. WHERE A SIZE RANGE IS SPECIFIED AT LEAST 50% OF PLANTS PROVIDED SHALL BE OF ’ %’ 7 HV Hamamelis Virginiono Common Witchhazel 4’_5’ HT. B&B’ FULL & DENSE %8 é 2 2 8 8
Hood: Made of di ot AJE0 1 Alum e B ST B il ik hanicall el ey 3 THE LARGER SIZE. 14 PO |Prunus x okame Okame Cherry 25"°—3" CAL. | B&B, FULL & DENSE 2oul (Z 5 > §
ood: Made of die ca . urninure alloy 0 Armm) minimum thickness, mechanically assembled to the cas ; , . —n ocO s £
alurminumi heat sink. 10. CONTRACTOR TO REMOVE TREE STAKES AFTER ONE GROWING SEASON. 4 PR Prunus serrulata 'Royal Burgundy Royal Burgundy Cherry 2.5"—3" CAL. | B&B, FULL & DENSE ﬁjg g é m_§
. . . ) ) B&B, FULL & DENSE, 2z a~ s
B . _ o _ _ _ _ _ _ _ 2 SP Stewartia psuedocamelia Japanese Stewartia 8'—10 MULT—STEMMED % 5 8 > S
uard: Ina round shape with 4 arms and a built-in mechanical ring, this guard isa one piece die cast A3B0 Aluminum alloy - - — O RO
0.100(2.5mm) minimum thickness, mechanically assembled to the fitter. 4 SJ | Styrax japonica Japanese Snowbell 2.5"-3" CAL. [B&B, FULL & DENSE d EENE
SEED MIXES SEaos
Access-Mechanism: A die cast A3B0.1 Aluminum alloy 0100 (2.8mm) minimum thickness techrical ring with latck and 2 o 2 K 3
hinge: The mechanism shall offer toolfree access to the lamp. An embedded menory-retentive silicone gasket shall ensure SHRUBS REV | QTY | KEY | BOTANICAL NAME COMMON NAME SIZE COMMENTS SO =
weath=rproofing rated | P36, RECOMMENDED APPLICATION RATE: 14 AZ | Azalea ’Blaauws Pink’ Blaauws Pink Azalea 3 GAL. FULL & DENSE !/‘
(25 LBS/ ACRE) 16| ASN | Azalea 'Snowball’ Snowball Azalea 3 GAL. FULL & DENSE =\
Light Engine: LEDgine composed of 4 man components, LED lamp | Optical System / Heat Sink / Driver 51 BV [ Buxus x 'Green Velvet' Green Velvet Boxwood 24"—-30" HT. |FULL & DENSE
Electrical components are BoHS compliant, Maximum ambient operating temperature up to 40C(104F) degrees, 15 CA | Clethra alnifolia "Hummingbird’ Summersweet 30"—36" HT. | FULL & DENSE
. . _ _ 9 CS [Cornus sericea 'Baileyi’ Red Twig Dogwood 30”"—36" HT. |FULL & DENSE
Lens: Made of soda-lime tempered glass leas, mechanically assembled and sealed onto the ring of the access mechanism. Big Bluestem (Andropogon gerardii), Switchgrass (Panicum virgatum), 4 FO | Fothergilla gardenii Dwarf fothergilla 24"—30" HT. |FULL & DENSE >
Little Bluestem (Schizachyrium scoparium), Canada Wid Rye (Elymus P | Hyd iculata Limeliaht Cmeliaht Hvdranaea 3 GAL FULL & DENSE 0
Lamp: {Included), Lamp type Philips Lumileds Rehel ES. Composed of B4 high-pedormance white LEDs, 70w lamp canadensis), Fox Sedge (Carex wulpinoidea), Partridge Pea (Chamaecrista ;g o Hid::gzg ijlrf;f;iz ’Sl:;ivngueen’ o gQueez Oqueqf s Sl S
wattage. Calaor termperature of 4000 Kelvin nominal, 70 CEl. Cperating lifespan based an LMBO results afterwhich 50% still fasciculata), Fringed Bromegrass (Bromus ciliatus), Pennsylvania ] S m o och  Excelee Schowoebel Excelsa Holl 15 GAL CULL % DENSE "
emits over 70% (L70) of itz anginal lumen output. Use of & metsl core board insures greater heat transfer and longer lifespan Smartweed (Polygonum pensylvanicum), Common Milkweed (Asclepias =X CIenT —eoneee e h KD 2 PRV =
of the light engine. The LED circuit boszrd iz included with @ connector, (no connection wire required for ease of syriaca), Showy Tick—Trefoil (Desmodium canadense), New England Aster éa{:} 8 IG__|llex glabra Shﬂ,mrock ’ amrock_Inkberry 30"—36” HT. [FULL & DENSE <
replacement]. (Aster novae—angliae), Flat—top Aster (Aster umbellatus), Nodding 28 IV |llex verticillata 'Red Sprite Red Sprite Winterberry 24"_30” HT. |FULL & DENSE
Bur—Marigold (Bidens cernua). 71 KL |Kalmia latifolia Mountain Laurel 4'—5 HT. |FULL & DENSE
=) T IGHT FIXTUR 21 | PH sv?a/zocqrpus opulifolius “Summer | g, er Wine Ninebark 3 GAL. FULL & DENSE
I v v . v v v | RECOMMENDED APPLICATION RATE: 9 RA | Rhododendron 'Aglo’ Aglo Rhododendron 6 GAL. FULL & DENSE -
L v v (35 LBS/ ACRE) ) 28 RM | Rhododendron maximum Rosebay Rhododendron 30”"-36" HT. |FULL & DENSE o
vov.ov 16 RP | Rhododendron 'Myrtifolium’ Myrtifolium Rhododendron 3 GAL. FULL & DENSE e
17 SC Sambucus canadensis Common Elderberry 3 GAL. FULL & DENSE g
11 SM | Syringa patula 'Miss Kim’ Miss Kim Lilac 3 GAL. FULL & DENSE 7]
" n . L
Utplimqf Be;tgé9883|(Ag';OStls( :e;ennonS). Cree%lg)sj lI?en’tgrt:jss (&grostls 3 VD | Viburnum dentatum ’Blue Muffin’ Blue Muffin Arrowwood Viburnum 3 GAL. FULL & DENSE a
stolonifera), Big Bluestem (Andropogon gerardii), Fox Sedge (Carex _
virginicus), Creeping Red Fescue (Festuca rubra), Soft Rush (Juncus 10 A | Astilbe arendsii_'Rheinland’ Rheinland Astilbe 1 GAL. | FULL & DENSE " QUALITY
effusus), Switchgrass (Panicum virgatum), Little Bluestem (Schizachyrium Calamagrostis aoutiflora "Karl
scoparium), Green bulrush (Scirpus atrovirens), New England Aster (Aster 35 CK | Forester’ Feather Reed Grass 2 GAL. FULL & DENSE 2. MX;TAI/IS;\FAEQ)AIL\A?)EQTTERN%ES TO HAVE A
3::3;;°E‘\?;:ft’;:)r'msﬁg§z‘:°§°e"°ye Weed (Eupatorium maculatum), Blue 0 CV [ Coreopsis x 'Full Moon’ Full Moon Tickseed 1 GAL. FULL & DENSE
’ 158 HM | Hakonechloa macra 'All Gold’ Japanese Forest Grass 1 GAL. FULL & DENSE
76 HB Hemerocallis 'Pandora’s Box’ Pandora’s Box Daylily 1 GAL. FULL & DENSE REV. = REVISION
71 HR [Hemerocallis 'Raspberry Pixie’ Raspberry Pixie Daylily 1 GAL. FULL & DENSE QTY. = QUANTITY
SPECIFICATIONS g g SPR. = SPREAD
UPPER HOUSING: Die cast aluminum upper housing featuring shielding ~ BR842:A high strength steel mounting tenon, hot-dip galvanized after fabrication, 103 HE HeuChe’rq X, Stormy Seas Stormy Seas Coralbell 1 GAL. FULL & DENSE HT. — HEIGHT
louvers to provide down light. izsyfﬁiu;idciiz:‘e concrete footing with (4) 3/8" x 8" x | 1/2" anchor bolts on a 7 HJ HOStG \June June HOStq 1 GAL‘ FULL & DENSE MlN‘ = MlNlMUM
LOWER HOUSING: AT g damslalsommemas 41 HS Hosta 'Sum and Substance’ Sum and Substance Hosta 1 GAL. FULL & DENSE B&B = BALL & BURLAP
stfe?\‘;?h:-ér(I;‘SSIf"l‘fze;:‘t:S;:‘f:Izsni?:\:Z::rx‘:tsii:t\si:t:;;:f;t:r:;”abﬂyu:;,i:?f;:ﬁ:i‘;ﬂ ELECTRICAL: The LED power supply is located within the l.mllard head. 226 LM LIrIOPe mUS‘CQrI L|.|yturf 1 GAL' FULL & DENSE 82::‘ == gﬁt:_F())ENR
b e hadok e 7 Dot e o g et Bl hufsrgy 60 OC | Osmunda_cinnamomea Cinnamon_Fern 1 GAL  |FULL & DENSE CONT. = GONTAINER
:?n:;n;sl_(ob;‘;i;et:)a_d assembly is suitable for attachment to architectural s:t‘t”sdiidt::z?:f:: Power factor is not less than 90%. Luminaires consume 0.0 O PE Penn|setum qlopecurlodes Fountoin GFOSS 1 GAL‘ FULL & DENSE
83" BR842 : The lower housing assembly consists of a 140" wall by 4" diameter high ~ MOTION RESPONSE LUMINAIRES: Each Motion Response (MR) luminaire 30 RPE | Rodgersia pinnata ’Elegans’ Rodger’s Flowers 1 GAL. FULL & DENSE
21.082cm strength 6063-Té extruded aluminum section, incorporating a flush, weather-tight  includes two (2) Panasonic EKMBI203112 Passive Infrared (PIR) sensors to

dipped galvanized after fabrication.

18.034em

v )
PIR Motion
Sensor - Motion
Response
Luminaires Only.
Approximate

diameter 0.8"

(2em.)

———REVISED QUANTITIES PER SDD

LED PERFORMANCE:
PREDICTED LUMEN DEPRECIATION DATA*

TopView 39"/ 12m —»
| |

Ambient

Temperature °C Driver mA L, Hours®

7’—

25 230,000
350 220,000 O
25°C
450/ 500 165,000
700 150,000
225 212,000
350 188,000

450 / 500 150,000
700 137,000

Detection
Area
~100°

Height Note: Motion sensors rely on specific zonal crossings to detect motion. It is
possible for a person to directly approach the bollard motion sensor without
crossing between zones until |5 feet from the motion sensor. The actual motion

detection distance may vary based on specific application characteristics.

4. Predicted performance derived fiom LED manufacturer’s data and engineering design estimates,
based on IESNA LM-80 methodology. Actual experience may vary due to field application conditions
5.1y, isthe predicied time when LED performance depreciates to 70% of initial lumen output.

LUMINAIRE FINISH: Each luminaire receives a fade and abrasion resistant,
OPTICAL SYSTEM: Philips Gardco LED Bollards feature advanced Philips  electrostatically applied, thermally cured textured powdercoat finish
Gardco LED technology, assuring maxmimized light output. LED arrays are
replaceable. LABELS: All luminaires bear UL or CUL (where applicable) Wet Location
labels.

NS

L/ 45°

ANCHORAGE:
WARRANTY: Philips Gardco luminaires feature a 5 year limited warranty. 0
BR840: Base assembly consists of an internal welded cast ring section that  Philips Gardco LED luminaires with LED arrays or modules feature a 5 year m n
provides for mounting to the foundation with four (4) 3/8" X 8" X 1%4" anchor  limited warranty covering the LED arrays or modules. LED drivers carry a 5
bolts on a 2%" bolt circle. year limited warranty. See Warranty Information on www.sitelighting.com for I m
complete details and exclusions.
BR84I1: The luminaire head mounts to a concrete structure utilizing four (4) 3/8" Q O
#16 hex head bolts inserted into threaded concrete inserts (provided by others)
on a 2%" bolt drcle. z w m l—
| S 3]
> < —
FULL CUTOFF PERFORMANCE: Full cutoff performance means a luminaire distribution where zero candela intensity occurs at an angle at or above 90° above nadir . w — F
Additionally, the candela per 1000 lamp lumens does not numerically exceed 100 (10 percent) at a vertical angle of 80° above nadir. This applies to all lateral angles around the Lu | I O
luminaire.
@) (72} =
: 7 ; Z| s W o)
0.5" (1.27cm) or .75" (1.905em) Conduit (by others) ’ Z
2.75" Bole Circle L < w O
(6.985 cm) " ; " ; (D > -
2 _ 2.75" (6.985 em) Bolt Circle 275" (6.985 em) Bolt Circle w L = N
< (@) X o
7 oY Qo
""""" (] o w
s [N % 4 Il<3 3E
- s 10.16 em 1.75" Dia. s O|lauw w o
3.4925 em Conduit - w — — <
¢ : 4.940 cm X o T8
N y a|lok gEZI
~|lmo - =

PLASTIC FEET COVER (TYP.)

=
-
)
=

TD | DWD

DESIGNED DRAWN

"V" SHAPE ALLOWS
IMPROVED ACCESSIBILITY

CHECKED

NOTE: Factory supplied template must be used when setting anchor bolts. Philips Gardeo will not honor any
claim for incorrect anchorage placement from failure to use factory supplied templates.

FOR WHEELCHAIR
N.T.S.

M NOTES: SCALE

N.T.S. .
BOLLARD L|GHT F|XTURE 1. RAISED PLANTER TO BE MADE OF NATURALLY NOVEMBER 24, 2015
FOOD SAFE PRESERVATIVE.

ROT RESISTANT WOOD AND COATED WITH A
SDD# DATE
2. RAISED PLANTER SHALL BE AS

MANUFACTURED BY: 4782-02
N GATE Certified to be true copy of PROJECT NO.
WYNCOLLS ROAD Plans approved by Town Council
ENGLAND
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PHONE: 1-888-838-1092 Town Council Approval
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CONVERT TOB-TO CCB 6

_—
—
——— .

EARTHEN BERM TO BE INSTALLED UPON
COMMENCEMENT OF CONSTRUCTION

-
TC 165.40— I
BC 164.90 | ,
A 16400 — _ __ ’ |
- - \ O\ 182 " R 165.50 , L—
N 7 \ = ) B 7 —FTB570— — — —/__
7 <N~ +1E;'6 50
D L 165.60 164.60 & 165.90 - +166.70
Ve 165/40 166.40
- 7 165 165,70 —4167.20 )|
= 165.40 166.707 { } 66.60
_7185.30 ]
165.70 :
7 SAWCUT LIMITS (TYP.)— // F165.80. o> ) ,l
Y 165.50
TW=166.5 166.303§Ir ® \\ |
BW=166.0 4 DOG HOUSE CCB 5 ] |
y 4 A TF.=164.7 |
CONVERT TOP TO CLCB CONVERT TOP'TO CLCB 10 < {es50 o ' — |
- T.F.=164.6 T.F.=164.6 \ Ny N 1]/ |
y \ CONVERT TO STMH 4
= TW=166.5 165.80 l
BW=167.0 : & : - |
. x:}ggg \ 167.20 — 1 e CONVERT TOP TO CLCB 8 ; 166.2 ® 1}35.6 ®
i > \ / T.F.=164.4
I, // \ I 1;‘~|/ 4 C@ ’
/ TR=166.30 N X[\& i G —— . i
BR=165.80 D {
A / cE 11 164.90 O AN 164.80° L164.50 §< > 166,40 @ ,
) : . : 164.60 : J
=7 T.F.=166.1 o \ A 166.10 ' £166.50 | - A
169 = \\ : @ 166.35 55 |
168 O 66. 165.20 1 6} @ ' /
166.50 67.00 165.90 165.8 \ 166.50 3
@® : 165.50 - {35 50 CONVERT TOP TO CLCB 7
_ 167.50 166,00 : (g T.F.=164.5 TC-165.50
) ; o 166.00 165.20 b BC-165.00
/ 67.70 65.8 4 165060 2 164.90 165.50 166.50 \ 165.6
167.50 ‘ A
168 165.80 164.70 7 16550 166.00 BR=166.10
166.80 @& 5 25 - J \ TR=166.00
166.20 (K8 TR=166.30 165.40 L BR=165.75 @®
+167.60 : BR=166.00 165.80
A b PROPOSED ®
A 1p7-20 A - Y 165.40 165 R ENTRANCE CANOPY
& 167.50 - ) o) : \
| 165.50 &7
167.30 166.30~ g | F1s€§? 16510 i 540 165.90 [_""“"""--—-—————-___7¢f____J
, . . O
5708 s ; 7 [166.00 1654 G &) e \\
16716 ' 166.80 G |3 R 165-51066 o0 0 65 F O N
' | . 166 5.50 166.00 N /
167.40 TR=166.90 -765.20 \
O . ~o— =
B 1ea G b 167,00 BR=166.40 ==
=166.6 1c 167.30 166.60 BC 166'50
BC 166.80 ‘ B A\ \\ @®
167.30 A
4167.50 - al 166“1) \\ N\
SO R i YD 8 y
& S T.F.=166.6
™ 166,80 I , F.=166. REPLACE CCB 9 TOP
+ s6/k0 |_—166. , - ’ 167,30 T.F.=165.3
s 167.10 CONVERT TOP TO CLCB 10
167.50 167.50 e T.F.=164.8 @®
AD 9 AD 9 [ T.F.=166.8 ke
T.F.=167.4 TF.2167.4 167.10 F.=165.6
SMH 5
& T.F.=167.6") ' 167.20 ?hgl?se 0
166.50 9 166.80 167.70 167.70 |\ ’ 167.40 /
/ / Yo 166.50
TC 167.70  REFER TO INSET ON 167.80 T 65
BC 167.30 THIS SHEET FOR 167.90 © ®
167.70 GRADING INFORMATION /
166.20 A 167.98 CLCB 20 ASSISTED LIVING AND 167.98 66,80 AD 3
’ 167.80 T.F.=167.2 MEMORY CARE BUILDING AD 6 167.60 : T.F.=166.6
' TC 167.70 FFE=168.0 TF.=1 e g
BC 167.40 167.98 F-=187%0
167.50 167.98 167.98 167.60
CLCB 19 167.90 167.98 166.80
1.F.=166.4 P 167.70 ; O/ YD 2
167.80 167.50 T.F.=166.5
166.70 166.80
< : TC/BC=167.80, 7 o8 167.60 N /16720
' 167.90 o) 167.60 166.70 e
> —Le +167.20_ /~ [ ¢ A
& - 167.50 2
v _,?%72‘: > — 167.98 ' A 166.80 YD 22
+e=1nr ' U/ T 166.60F gy STMH 1 T.F.=164.4
TC/BC=167.80 T.F.=167.0 &
N—TC 167.70 165.80 S ®
167.50 BC 167.30 166.70 I —
167.70 e Seg0 ,
167.85 ~—167.85 166.70 : .
167.98 167.90 ,
~—167.90 167.80 *3 165.60
167.90 167.85 167704 _ oo / 165.40 164.50 \
167.60 ' /
® N 167.98 167 60 .
167.00 16798 \
DRYWELL W,/GRATE & 167.98 '
TF=162.0
S 167.50 \
-
2 SMH 2
@ 166.50 —STMH 18 CLCB 16 TF.=167.5 M s N
: T.F.=164.5 CLCB 17 167.00 T.F.=165.5 o :
. T.F.=165.5 167.00 >
E \
\ ————
GER -
® (166) ® T/ )\ ® o =z O ’ ,A‘ STMH 15 MH(oUT)
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6" PVC ROOF LEADER
COLLECTION PIPE
S=0.50% MIN. (TYP.)

REMOVE EXISTING
UTILITIES

CLCB 20
T.F.=167.2

INV.=164.8(N)
INV.=163.5(W)
INV.=164.3(SE)

42’—12" HDPE
S=1.43%

CLCB 19
T.F.=166.4
INV.=162.9

DRYWELL W/GRATE
TF=163.0

(6" DEPTH)

STMH 18
T.F.=164.5
INV.=162.2

((°)

//I
’/

.
PIPE TO BE REMOVED
~

-~ CONVERT TOP TO CLCB

/
e
TF=MATCH GRADE
®
. CONVERT JOP TO CLCB 10
=MATCH GRAD
3 .— _=

CONVERT TOP TO CLCB, 10

168 ® =
@
/ cLeB 1
T.F.=166.\1 N—
INV.=162. 88°—15" HDPE
) & S=1.25%
{62

112'~12" HOPE__ |, )
S=1.34%

AD 9 I -

TF.=167.4— |

1
1
|
|
|
, INV.=163.9 , >
’ 1
1
1
|

PROPOSED FIRE HYDRANT
WITH 6" GATE VALVE @9 ’, 4

REPLACE CCB 9 TOP

T.6.=165.3

T.C.=164.8

64'—15" HDPE
$=0.78%

50'-15" HDPE
S=0.40%

AD 7

STMH 1

|
|
| L B INV.=160.5
|/
’ /
[ |/
1] b [— =
| —— SMH 5 (DROP)
, TRANSFORMER AND TF.=167.6
GENERATOR INV.=158.5(E) o o
| —SEE MECHANICAL PLANS INV.=162.3(S) s
|
| 22'-8" SDR-35 PVC
| CHILLER S o of
! INV.(OUT)=164.5 o
, SEE MECHANICAL PLANS e e o o
, R FOR CONTINUATION
UNDERDRAIN IN 3" GAS SERVICE WITH
STONE BED EXTERIOR REGULATOR AND
/ S=0.50% MIN. SHUTOFF
b > -
— TC/BC=167.80 Q
GREASE TRAP
—SEE MEP PLANS
FOR DETAILS AND H
DESIGN
c/me=16780 |+ V1 11T
ASSISTED LIVING AND S
MEMORY CARE BUILDING 24'-15" HDPE
FFE=168.0 S=0.42%
74’-15" HDPE
YD 5 S=0.41%
_ _ T.F.=166.9
AD 21 INV.=160.2(E)
I’I':i\l-;.f } gz.g INV.=160.2(N) T.F.=167.0
. 6" PVC ROOF LEADER L=kt
. COLLECTION PIPE WITH 8" .
| 4'—8" HDPE PVC ROOF LEADER 8 PVC ROOF
S=5.00% COLLECTION DISCHARGE PIPE LEADER DRAIN
S=0.50% MIN. (TYP.) INV.=163.1
S=0.50% MIN.
8" PVC ROOF LEADER PROPOSED FIRE
COLLECTION DISCHARGE CONNECTION
PIPE, S=0.50% MIN. —SEE FIRE PROTECTION
INV.(OUT)=161.9
(TYP.) PLAN FOR CONTINUATION _ (D= 818
FOR CONTINUATION
__________ Te— S
T e——t=
® ({1686) & 1 ® ®

T.F.=166.8

SEPARATION
40’-15" HDPE

86'-8" SDR—35 PVC

J

172\

122'-12" HDPE

]
= R ! v S=0.57%

©
N

CONVERT TOP TO CCB 6

T.G.=164.0

RELOCATED HYDRANT WITH
MEGA LUG THRUST

RESTRAINERS FROM 6" D.I.P.

| CUT, CAP AND ABANDON
EXISTING PIPE IN PLACE

OSED FIRE HYDRANT
WITH 6" GATE VALVE

~ /

Lce 17

T.F.=165.5

INV.=161.4

—
e /

132'-12" HDPE
S=0.61%

VORTECHS CHAMBER 100
MODEL#: 1000
INV. IN/OUT=159.4

STMH 15
T.F.=167.2
INV.=159.8
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REMOVE EXISTING
CURBING AND
LANDSCAPING AS
NECESSARY TO INSTALL

NEW CANOPY @‘.
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A CHATFIELD EXISTING I.L. NEW ENTRY CANOPY DEMO PLAN
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CHATFIELD EXISTING I.L. NEW ENTRY SIDEWALK LAYOUT
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*LP
ASPHALT S
SHINGLE ROOF [N
WITH PERIMETER IS
ALUMINUM — LOW SLOPED EPDM
GUTTER/DOWN ROOF MEMBRANE
SPOUTS. OVER TAPERED
POLYISO INSULATION.
PEAK OF INSULATION 6
1/2" ABOVE METAL
7 DECKING. STEEL
GUTTER EDGE SYSTEM
& ON BOTH SIDES WITH
;%? F\\%? ‘%? 2> STEEL DOWNSPOUTS.

B CHATFIELD EXISTING I.L. NEW ENTRY CANOPY ROOF PLAN
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EXISTING BRICK PAVERS.

RE-INSTALLED
EXISTING BRICK PAVERS.

EXISTING I.L. BUILDING /

CHATFIELD EXISTING I.L. NEW ENTRY CANOPY PLAN

EXISTING I.L. BUILDING
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Refer to Bid Set for related specifications.
Refer to Bid Set for related construction
notes, materials, details for the Drop-Off
Canopy structure.

See the attached Structural Drawings for
additional information relative to the new
Drop-Off canopy and Walk-Way canoy
structures at the existing building for this
Addendum.

Lighting at Drop-Off Canopy and Walk-Way
to match lighting at the new building
Drop-Off Canopy.

Coordinate work with Ower.
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USE SAME OUTDOOR LIGHTING AS NEW AL
BUILDING CANOPY. MATCH THE DOWN LIGHTS
ON THE MAIN CANOPY AND THE DECORATIVE
FIXTURES ON COLUMNS.

FOR THE FLAT WALKWAY CANOPY USE
DECORATIVE FIXTURES CEILING MOUNTED AT
8'-0" OC IN CENTER. FIXTURE SHOULD BE
SAME SERIES AS AT THE NEW AL BUILDING:
SEA GULL, CAPE MAY SERIES, FLUSH FIXTURE,
MODEL # 79340 BLE - 780.

USE SAME OUTDOOR LIGHTING AS NEW AL
BUILDING CANOPY. FOR THE FLAT WALKWAY
CANOPY USE DECORATIVE FIXTURES CEILING
MOUNTED AT 8'-0" OC IN CENTER. FIXTURE
SHOULD BE SAME SERIES AS AT THE NEW AL
BUILDING: SEA GULL, CAPE MAY SERIES,
FLUSH FIXTURE, MODEL # 79340 BLE - 780.

&

FINISH MATERIAL TO
MATCH NEW DROP-OFF
CANOPY AT NEW AL
BUILDLING.

GYP. BD. PRIME AND
PAINT.

GENERAL NOTES:

1. Refer to Bid Set for related specifications.

2. Refer to Bid Set for related construction
notes, materials, details for the Drop-Off
Canopy structure.

3. See the attached Structural Drawings for
additional information relative to the new
Drop-Off canopy and Walk-Way canoy
structures at the existing building for this
Addendum.

4. Lighting at Drop-Off Canopy and Walk-Way
to match lighting at the new building
Drop-Off Canopy.

5. Coordinate work with Ower.

TUBE COLUMN. PRIME
AND PAINT.

PERIMETER GIRDER.
PRIME AND PAINT.

BEAM PRIME AND PAINT.

EXPOSED EPICORE WP750
METAL DECK SYSTEM.

CHATFIELD EXISTING I.L. NEW ENTRY CANOPY REFLECTED CEILING PLAN
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NEW DOWNSPOUTS ON
FRONT OF CANOPY TO
DRAIN ONTO EXISTING
YARD AREA.

NEW ASPHALT SHINGLE
ROOF. MATCH NEW
BUILDING ADDITION
CANOPY COLOR AND
STYLE.
2-6" 2'-6"
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LOCATED AT NEW
£ BUILDING ADDITION.
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:I:I:I:I NEW DROP-OFF CANOPY :I:I:I:I

24!_01!

CHATFIELD

F XIS TING

[L. NEW ENTRY CANIDPY
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NEW ASPHALT SHINGLE
ROOF. MATCH CANOPY
AT NEW ADDITION.

2 P

26"

DRAIN REAR
/ DOWNSPOUTS
ONTO NEW

5

WALK-WAY
CANOPY ROOF.

NORTHWEST ELEVATION

STEEL
DOWNSPOUT
DRAIN IN

EXSITING YARD.

NEW STEEL COLUMN
PAINTED WITH NEW
CONCRETE BASE.

NEW STEEL TUBE GIRDER
ALONG EDGE PAINTED.
NEW STEEL TUBE BEAM
AT COLUMN LINES IN 8'-0"

DIMENSION PAINTED.

NEW EPDM ROOFING SET
ON TOP OF EPICORE 18
GA. WP750 METAL ROOF
DECK WITH TAPERED
POLYISO INSULATION.

GENERAL NOTES:

Refer to Bid Set for related specifications.

2. Refer to Bid Set for related construction
notes, materials, details for the Drop-Off
Canopy structure.

3. See the attached Structural Drawings for
additional information relative to the new
Drop-Off canopy and Walk-Way canoy
structures at the existing building for this
Addendum.

4. Lighting at Drop-Off Canopy and Walk-Way
to match lighting at the new building
Drop-Off Canopy.

5. Coordinate work with Ower.

—_—

EXISTING ENTRY CANOPY
ROOF TO REMAIN.

CANTILEVER NEW ROOF
CANOPY OVER EXISTING
SLOPED METAL ROOF. DO
NOT CONNECT.

STEEL NEW FIRESTONE STEEL
DOWNSPOUT GUTTER/EDGE FLANGE
DRAIN IN AND EXTENDER PIECE.
EXSITING YARD. PRIME AND PAINT.
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10"6"

) Perspectus

architecture

13212 Shaker Square

Suite 204

Cleveland, Ohio 44120
P.216.752.1800 F. 216.752.3833

DESIGN AND CONSTRUCTION DOCUMENTS AS
INSTRUMENTS OF SERVICE ARE GIVEN IN
CONFIDENCE AND REMAIN THE PROPERTY OF
PERSPECTUS ARCHITECTURE. THE USE OF THIS
DESIGN AND THESE CONSTRUCTION DOCUMENTS
FOR PURPOSES OTHER THAN THE SPECIFIC
PROJECT NAMED HEREIN IS STRICTLY PROHIBITED
WITHOUT THE EXPRESSED WRITTEN CONSENT OF
PERSPECTUS ARCHITECTURE.

COPYRIGHT (C) 2015.

g,

S or CO /\/56/:”’///
31 ¢

%,
‘.Q.E. o))

CHATFIELD AT WEST HARTFORD

NEW ENTRANCE CANOPY T0O
One Chatfield Drive
| West Hartford, CT 06110

ISSUE

Issued with Bid Package 2 -

Addendum No. 3 11.11.14

New Entrance Canopy
Amendment to SDD #41 11.24.15

|
D LIGHTING

2 NEW

- DROP-OFF
: CANOPY
L I I I I
”\, s

| |

27'-6"

18'-4"

19'-3"

19'-3"

CHATFIELD EXISTING I.L. NEW ENTRY

CANOPY

SOUTHWEST ELEVATION

1/4"=1'-0"

PROJECT NUMBER 14-102
DRAWN BY Author
CHECKED BY JAW

Exterior Elevations

A-3.0




2|_2u

NEW EPDM ROOFING SET ON TOP
OF EPICORE WP750 METAL ROOF
DECK WITH POLYISO TAPERED
INSULATION 6 1/2" HIGH. TAPER
END 1/2" PER FOOT. COUNTER
FLASH METAL EDGE.

2X DOUBLE WOOD

NAILER.

NEW STEEL EDGE PIECE -

FIRESTONE OR SIMILAR. SET
BOTTOM LENGTH TO 1" PAST
METAL DECKING. PRIME AND

PAINT.

!

Al

SYSTEM

EPICORE WP750
METAL DECK

EXISTING CANOPY AT EXISTING
I.L. BUILDING ENTRANCE TO
REMAIN. NEW CANOPY TO
EXTEND OVER EXISTING BUT DO
NOT CONNECT.

CHATFIELD EXISTING I.L. NEW ENTRY CANOPY DETAIL
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—

104"

310"
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SEE NEW DROP-OFF

CANOPY AT NEW BUILDING SIMILAR
CONSTRUCTION NOTES,
FINISHES, LIGHTING, ETC.

FOR ALL RELATED

DETAILS, MATERIALS,

EDGE FLASHING TO

EXTEND 2" PAST SEAM
BETWEEN THE METAL

DECK AND BEAM.

>
[
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3
-4.0

NEW STEEL ROOF
EDGE GUTTER WITH
FLANGE. ATTACHE TO
DOUBLE WOOD NAILER.
PRIME AND PAINT.

NEW STEEL EDGE
EXTENDER PIECE -

GENERAL NOTES:

/

FIRESTONE/

RUBBERGARD
EPDM
ROOFING

TAPERED POLYISO
INSULATION 6 1/2"
HIGH AT PEAK

FIRESTONE OR SIMILAR.
SET BOTTOM LENGTH TO =
2" PAST SEAM BETWEEN o

METAL DECKING BEAM,/
PRIME AND PAINT.

NEW STEEL GIRDER,
BEAM AND COLUMN.
SEE STRUCTURAL.

EPICORE WP750 —
METAL DECK
SYSTEM

CHATFIELD EXISTING IL. NEW ENTRY CANOPY DETAIL

c

1/4"=1"-0"

1. Refer to Bid Set for related specifications.

2. Refer to Bid Set for related construction
notes, materials, details for the Drop-Off
Canopy structure.

3. See the attached Structural Drawings for
additional information relative to the new
Drop-Off canopy and Walk-Way canoy
structures at the existing building for this
Addendum.

4. Lighting at Drop-Off Canopy and Walk-Way
to match lighting at the new building
Drop-Off Canopy.

5. Coordinate work with Ower.
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GENERAL NOTES:

1. Refer to Bid Set for related specifications.

2. Refer to Bid Set for related construction
notes, materials, details for the Drop-Off
Canopy structure.

3. See the attached Structural Drawings for
additional information relative to the new
Drop-Off canopy and Walk-Way canoy
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NEW EPDM ROOFING SET
ON TOP OF EPICORE
WP750 METAL ROOF DECK
WITH POLYISO TAPERED

INSULATION 6 1/2" HIGH.
2X6 DOUBLE \
/ P —

/

WOOD NAILER.

NEW STEEL ROOF EDGE
GUTTER WITH FLANGE.

|
— PRIME AND PAINT. ,
|
'~ / NEW STEEL EDGE | i
|

1
|
/ EXTENDER PIECE - - 1
FIRESTONE OR SIMILAR. | l
| SET BOTTOM LENGLTO:// | | ” I
2" PAST SEAM BETWEEN
METAL DECKING BEAM. | / /
SEE NEW DROP-OFF CANOPY PRIME AND PAINT. |
AT NEW BUILDING FOR ALL \ T 7
RELATED CONSTRUCTION ~ e P e
NOTES, DETAILS, MATERIALS,
FINISHES, LIGHTING, ETC. EDGE FLASHING NEW STEEL TUBE GIRDER |
TO EXTEND 2" ALONG EDGE PRIME AND PAINT.
PAST SEAM NEW STEEL TUBE BEAM AT
BETWEEN THE COLUMN LINES IN 8-0"
METAL DECK DIMENSION PAINTED. SEE //
AND BEAM. STRUCTURAL. /
FOR THE FLAT WALKWAY

CANOPY USE DECORATIVE
FIXTURES CEILING MOUNTED AT
8'-0" OC IN CENTER. FIXTURE
SHOULD BE SAME SERIES AS AT
THE NEW AL BUILDING: SEA
GULL, CAPE MAY SERIES, FLUSH
FIXTURE, MODEL # 79340 BLE -
780.

1 0"6“

NEW STEEL COLUMN
PAINTED.

/

REMOVE AND SALVAGE
EXISTING BRICK

. . . . BORDER DURING

| | | | | CONSTRUCTION. PUT

| | ] | BRICK BORDER BACK NEW 5" REINFORCED
[ [ L [ [ IN PLACE AFTER WORK CONCRETE SLAB ON
| | | | IS COMPLETE. PLACE GRADE. OVER 4"
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| | | | BELOW SIDEWALK AND COMPACT BASE BELOW
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| | [ [ [ BRICKS.
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| [ ] [ AL BUILDLING.
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